6. LINEA DE MOTORES

6.3 MOTORES SUMERGIBLES DE 10”

DIMENSIONES

TABLA TECNICA
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DIAM. AMPERAJE | FACTOR | EFICIENCIA
MODELO | POTENCIA | VEL. | EXTERIOR LARGO | PESO | v | asov. COS © [%]
[HP] [RPM] | [MM] | [PULG.] MM] kGs] | amP] | [AMP] | 75% | 100% | 75% | 100 %
SUM 10-100 100 3500 | 245 | 9.65 | 1310 | 244 - | 136 | 0.76 | 0.82 [85.4| 87
SUM 10-125 125 3500 | 245 | 9.65 | 1390 | 294 - | 164 | 0.78 | 0.83 [85.5| 87
SUM 10-150 150 3520 | 245 | 9.65 | 1420 | 303 - | 192 | 0.81 | 0.85 [86.5| 88
SUM 10-175 175 3520 | 245 | 9.65 | 1550 | 341 - | 222 |0.83 |0.86| 87 | 88
SUM 10-200 200 3520 | 245 | 9.65 | 1660 | 375 - | 264 |0.79 |0.84 | 87 | 88
SUM 10-250 250 3520 | 245 | 9.65 | 1810 | 422 - | 320 |0.79 |0.84 | 87 | 88
SUM 10-300 300 3520 | 245 | 9.65 | 1810 | 422 - | 390 | 0.79 |0.84 | 87 | 88
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